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SUCTION DEVICE Data 
Sheet LA-TAN  

 

 
 
 
 
 

FEATURES 

 
Suction device suitable for chemical 
tanks up to 500 liters volume, complete 
with ½” clamped ring nut for easy 
installation 

 

Two configurations available: 

Viton (FKM) or Dutral (EPDM) seals 

 
Level probe predisposition  
(to check chemical ending into the 
tank). 
 
LA-TAN version with 4x6 tube  
and VITON seals  
(standard configuration).  
 
LA-TAN-L version with level probe 
built-in. 
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DIMENSIONS 

Model Codes (Viton) 
Tube 
[mm] 

Lenght 
H [cm] 

Tank Volume   

LA-TAN 60 11.100.176 4 x 6 45 60 l 

LA-TAN 100 11.100.039 4 x 6 60 100 l 

LA-TAN 200 11.100.040 4 x 6 70 200 l 

LA-TAN 300 11.100.059 4 x 6 80 300 l 

LA-TAN 500 11.100.043 4 x 6 90 500 l 

     

LA-TAN-L 60 11.100.177 4 x 6 45 60 l 

LA-TAN-L 100 11.100.041 4 x 6 60 100 l 

LA-TAN-L 200 11.100.042 4 x 6 70 200 l 

LA-TAN-L 300 11.100.060 4 x 6 80 300 l 

LA-TAN-L 500 11.100.044 4 x 6 90 500 l 

 

 

 


